
Part  Number
Part Numbers

B. (1)-Mounting Hardware
C.

D.

E.
F.
G.

(1)-Canopy;  w6" x h1.6" (XFB4418CHCAN6IN)

H.

(1)-Collar Ring

I.

(1)-Collar Loop

J.

(1)-Chain; 72", 5mm (XFB4418CHCHA5MM)

K.

(1)-Loop

L.

(2)-Washer

A. (8)-Wire Connector

K

L M
O

M.

(1)-Nut

N.

(1)-Ground Wire

O.

(1)-Steel Wire

P.

(2)-Metal Cover

Q.

(24)-Screws

R.

(2)-Metal Plates

S.

(2)-Thread

T.
U.

(2)-Thread

V.

(2)-Metal Dish

W.

(2)-Nut

X.

(2)-Dish; Ø6", 11mm hole, 6pin (XFB4418CHDIBOB6IN)

Y.

(2)-Small Metal Dish

Z.

(2)-Finial (XFB4418CHFIN)
(19)-Candle Sleeve; h4" (XFB4418CDL4IN)
(18)-Bobeche; Ø5", 26mm hole, 5pin (XFB4418CHBOB5IN)

(6)-Arms

(1)-Center Bobeche; Ø5", 26mm hole (XFB4418BOB5IN)
( )-Rosette

LIGHTING THE WAY FOR SIXTY YEARS

PART BAGⅡ: Includes Parts B,D,E
PART BAG Ⅲ: Includes Parts G,H,I,J,K,L,M,O,P,Q,R,S,U,V
PART BAG Ⅳ: Includes Parts M,L,O,Q,R,S,U,V

PART BAGⅠ: Includes Parts A
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M

C

J
I

(5(A) CRYSTALS)

There is a safety cable supplied with this fixture, as it weighs
over 50lbs. The fixture should be mounted to the ceiling
independent of the outlet box.

Installation of Safety Cable
1. Pass the long threaded pipe on the hickey through the
    center of outlet box.Attach it to the ceiling joist and secure
    it with nuts.
2. Feed wires and safety cable up through chain and the hole
    of screw collar loop. Have the wires and safety cable exit
    through the side of hickey.
3. Feed safety cable through the cable lock and coil it around
    the hickey twice.Then Feed the cable through the lock
    again and tighten it with lock screw.
4. Continue to run safety cable through the top of outlet box
    and secure it to the ceiling joist.
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