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CRYSTffiRAM A 
LIGHTING THE WAY FOR SIXTY YEARS 

ASSEMBLY INSTRUCTION MODEL#BRY-8004-BF_CEILING 

-
-- ----

a-, 
(Xl 

r-17

""" 

' 
C") -

For Hanging 

-- -- -- -- -- -- -- --

For Ceiling 

i 
I 
I 
I 
I 
I 
I 
I 
I 
I 
) 

r-17 7/8'

qt 1 
f �I 

""" 

' 
C") -

-- -- ---- ---- -- --

I 
I 
I 
J 

WARNING: 

, Elllcb1ml Dllngar Tum ,__. ri/f 

Al elllc:trlc:al mmpanenlll mllll: be 

ll'llllllal by■ llmnlacl elllc:trldlln 

In ■cmnlllnc:a wlh the NetlDnlll 

Electrtc Code ■nd the ■ppn,prt■te 

local electrical codes. 

-c> 
You will need 4- Cand. Bulb 

40 Watts Recommended 60 Watts Max. 

USE LED BULBS FOR EXTENDED USE 

THE FIXTURE IS DAMP RATED 

How to install For Hanging 

1. Place the frame on a salt doth c::overed plalform and lay two pieces
of gl■- on the two ■clj■cent ait outs of the frame.Hold the gl■•
whlle allgnlng the holes on the metal strap with the holes on the 
frame. Two persons handllng 11 recommended for 11111 llllp.

2. Il'lllllll lhe end of the rocl(wlthout the tab) ontD the canopy and 118C11111
with a nut.Repeat for all rods.Do not tighten the nut untll the end of 
lllep#3.

3. Spreed the rods out equally and allgn the holes ■t the tab of rod 
with holes In the banding ring. Sea.Ira the rods with tl■t head screws.
Now the nuts Inside the canopy can be tlghtlened ID ■ea1111 the roads 
In place. 

4. Place the plata over the mp of the canopy and aaira with the loop.

5. Il'lllllll lhe mounting bar ID the outlet box using two outlet box screws. 

6. Dedde the deslrad hanging height and Qlt the chain ID the proper 
length. 

7. Install the canopy ontD the mounting bar and 118C11111 with the scraw
collar loop ring.

How to Install For Celllng 

1. stl!lp#-3 ara ume above.

2. Remove the coupllng by loosenlng the flnl■I and hex nut. 

3. Il'lllllll lhe mounting bar ontD the outlet box using two outlet
baxscrews.

4. Il'lllllll lhe canopy onlD the mounting bar and 118C11111 with the nex nut 
and flnl■I 

/f\ WARNING: This product can expose you to Lead 
which is known to the state of California to cause cancer 
and/or birth defects or reproductive hann. For more 
information go to www.P65Wamings.ca.gov 
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CRYSTEBRAMA 

For Hanging 

Outlet Beu: 

I 

LIIIITINI TIE IAY Fm Slffl YEARS 

ASSEMBLY INSTRUCTION MODEL# BRY-8004-BF_CEILING 

Part Number 

Part Numbers 

A. (!)-Mounting Hardware For Hanging

B. (1)-Canopy For Hanging W5-l/2"XHl"{XSU8004BFCANS.SIN)

C. {l)-Chain;3.8MM(XSU8004BFCHA3.8MM)

D. (!)-Mounting Hardware For Celing

E. (1)-Canopy;W4-3/4"XH3/4" (XSU8004BFCAN4.7INC)

F. (4)-Rods (XSU8004BFSIDEROD)

G. (8)-Flat head Screws

H. (1)-Loop(XSU8004BFLOOP)

I. (4)-Glass;W12-1/4"XH5-1/2" (XSU8004GLA12.25IN)

J. (8)-Machine Screws

K. (4)- Bulb(Not Included)

L. (1)- Finial(XSU8004BFFIN)

M. (4)- Metal strap

N. (1)- Plate

0. (1)- Coupling

For Ceiling 
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